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ECS Project

Engineering Technical Directive No. 99-013

Subject: Year end shutdown 12/16/99

The following directive is issued to all DAACS.

Issue:

Duration:

Implementation:

Possible consequences:

Point of Contact:

Approved By:

Reference CCR: 99-1240

Due to concerns with network/system security and small but possible problems
with Y2K issues, ECS recommends in the strongest manner that non-operational
ECS sites to include both DAACs and M&O systems be placed in single-user
mode over the end-of-year holiday period. Single-user mode is considered better
than system shutdown because of concerns for hardware breakage when power is
restored and the potentially long lead-time to return to operation,

Close of business, December 30, 1999, through start of business, January 3,
2000

1. From the console, logon to each ECS host as root
2. Shutdown ECS servers and databases using published procedures.
2. Verify that all users have logged off the system using the command:
# who
3. Put the host in single user mode using the command:
# init 1

The worst case scenario is if the site cxperiences a power outage past when the
UPS system can carry the load (or as with most M&O LANs there is no backup
power) systems will reboot into multi-user mode. If this is a concern, set up a
pager alert for an on-call system administrator if a power outage occurs.
Alternatively, a system administrator or other DAAC personnel could be
assigned to periodically attempt to ssh from home into several user LAN hosts
with the idea if there is no response then the system is still in single user mode.

Byron Peters, phone number:301/883-4077
email: bpeters @eos.hitc.com

or

Bill Johnson, phone number: 301/925-1036
email: bjohnson@eos.hitc.com

M. McBride %@L&M

Director, Systems Engineering
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